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Introduction	

To the owner 

Thank you for purchasing a Farm King Drive Over Hopper. 
 
Farm King Drive Over Hoppers have been designed to provide many years of profitable and 
dependable service. To assure maximum performance of your Drive Over Hopper, it is mandatory 
that you thoroughly study the operator’s manual and follow its recommendations. PLEASE 
EXAMINE YOUR UNIT CLOSELY AND READ THE ASSEMBLY INSTRUCTIONS TO SEE THAT YOUR 
UNIT IS PROPERLY ASSEMBLED. Proper operation and maintenance are essential for safety, to 
maintain performance, and to maximize the life of the Drive Over Hopper. When ordering parts or 
inquiring about the Drive Over Hopper, you must include the serial number which is located on the 
tongue end. 
 
It is the owner’s responsibility to:

Operate and maintain this Drive Over Hopper in a safe manner and in accordance with all 
applicable local, state, and federal codes and/or laws. 
 
Make sure each and every operator has read the operator’s manual and thoroughly understands 
safe and correct operating procedures. 
 
Make sure unauthorized people do not operate or are not in the vicinity of the Drive Over Hopper 
while it is in operation. 
 
Maintain the Drive Over Hopper in accordance with the maintenance schedule in this manual. 
Furthermore, as additional technology becomes available, the owner is responsible for improving 
the safety and reliability of the system. 
 
Fulfill all warranty obligations so as not to void the warranties. Verify the unit is warranty registered 
prior to making any warranty claims. The warranty section at the back of this manual outlines the 
warranty policy of Farm King. 
 
Abuse or modifications to the Drive Over Hopper that change the performance other than original 
factory specifications void the warranty. 
 
Farm King reserves the right to make product improvements to the equipment at any time. It shall 
not be obligated to make such changes to machines already in service. 
 
*The owner, manager and/or operator is responsible for safe, accurate operation and maintenance 
of the Farm King Drive Over Hopper.

Introduction - Drive Over Hopper
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Safety	

Safety Instructions
An Operator‘s Manual is furnished with each Drive Over Hopper. Additional or replacement 
manuals are available. Do not operate the unit before reading and understanding the Operator‘s 
Manual. Understand the operating procedures below to avoid personal injury or death. 
 
The alert symbol is used throughout this manual. It indicates attention is required and identifies 
hazards. Follow the recommended precautions.

The safety alert symbol means… 
ATTENTION! BECOME ALERT! YOUR SAFETY IS INVOLVED! 

WARNING
Do not drive on center discharge guard! The center discharge 
guard is not designed to carry any weight from any hauling or 
towing vehicle. All weight must be placed on the ramps and 
hopper cross over area.

 

WARNING

Do not drive on side discharge guard! The side discharge guard 
and cover are not designed to carry weight from the hauling or 
towing vehicle. The weight must be placed on the ramps and 
hopper cross over area. The side discharge hopper cover must 
be closed when driving across the hopper with a farm tractor 
with dual wheels. If using a tractor with duals, the outside dual 
diameter must be equal to or less than the inside dual diameter. 
The side discharge hopper cover must be closed while using the 
center hopper.

WARNING
Never remove the mesh cover guards! Never use the hopper if 
the mesh guards are broken, bent, or damaged. When kept in 
place, these guards meet all industry standards, including ASAE 
361.3.

 

DANGER Do not stand on mesh cover guards! The mesh cover guards are 
designed to prevent accidental contact with the flighting.

 

Safety - Drive Over Hopper
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WARNING

Check for clearance on hauling and/or towing vehicle when 
driving across the hopper. Note: some hopper bottom semi-
trailers have enough clearance under the hopper but not enough 
clearance under the parking stands to use this hopper. Some 
semi-tractors don't have enough clearance under fuel tanks.

 

WARNING Always use parking jack to move hopper to and from transport 
position. Failure to use parking jack may cause serious injury.

 

WARNING
Always use ramp transport bar when ramps are in transport 
position. The ramp may fall and cause personal injury if not 
secured with transport bar.

 

WARNING
Check for tongue weight before removing towing vehicle! Some 
drive options may cause tongue to raise when towing vehicle is 
removed.

 

WARNING Keep all shields in place!

 

WARNING
Road travel speeds should not exceed 20 mph! If electric motor is 
attached, negative tongue pressure will be experienced and unit 
will tend to sway.

 

DANGER Never check for hydraulic leaks using any part of the human body, 
as oil injection can occur, causing serious injury.

 

CAUTION
Avoid over feeding. Over feeding or forced feeding can occur. Any 
unlimited feeding of grain when using a hopper bottom trailer 
or truck may plug hopper and/or cause damage to flight or drive 
components.

 

Safety - Drive Over Hopper
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Safety - Drive Over Hopper

Operator Qualifications
Operation of this Drive Over Hopper shall be limited to competent and experienced persons.  
In addition, anyone who will operate or work around a Drive Over Hopper must use good common 
sense. In order to be qualified, the operator must also know and meet all other requirements, such 
as:
 

CAUTION
Some regulations specify that no one under the age of 16 may 
operate power machinery. This includes auger and flight type 
elevators. It is your responsibility to know what these regulations 
are in your own area or situation.

WARNING
Current OSHA regulations state in part: "At the time of initial 
assignment and at least annually thereafter, the employer shall 
instruct every employee in the safe operation and servicing of all 
equipment with which the employee is, or will be involved".*

WARNING Unqualified persons are to stay out of the work area.

CAUTION A person who has not read and understood all operating and 
safety instructions is not qualified to operate the machine.

 

*Federal Occupational Safety & Health Standards 
for Agriculture Subpart D, Section 1928.57 (a) (6).
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Safety - Drive Over Hopper

Assembly Instructions	
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Assembly - Drive Over Hopper

NOTE: Avoid over feeding. Over feeding or 
forced feeding can occur. Any unlimited feeding 
of grain when using a hopper bottom trailer or 
truck may plug hopper and/or cause damage to 
flight or drive components.
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Assembly - Drive Over Hopper

NOTE: Avoid over feeding. Over feeding or 
forced feeding can occur. Any unlimited feeding 
of grain when using a hopper bottom trailer or 
truck may plug hopper and/or cause damage to 
flight or drive components.

Hanger Bearing and CV Joint Exploded View

LUBRICATION: Rotate flight so the grease zerks 
on CV joint are on top. Grease CV joint in three 
places (see diagram) every 16 hours with 3% 
molybdenum grease.

4 Bolt Hub Assembly
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Assembly - Drive Over Hopper

1.	 Open center discharge guard, remove connector flight (Ref. #29) from the horizontal flight (Ref. 
#18), install the end bearing (Ref. #16, #17, #18), install horizontal flight (Ref. #18) into the end 
bearing, and lock bearing collar.

2.	 Install the hanger bearing (Ref. #26) to the hanger bearing mount (Ref. #24) and bolt to the 
flight cover. Install the discharge flight (Ref. #36) into the discharge tube (Ref. #35). Remove the 
connector flight (Ref. #29) from the splined shaft (Ref. #30) if necessary. Connect the CV joint 
(Ref. #32) to the discharge flight (Ref. #36) and the splined shaft using the 3/8" x 2" spiral pins 
(Ref. #31). Bolt the connecting flight to the splined shaft using a 3/8" x 3" bolt (Ref. #33).

3.	 Connect the discharge tube and flight to the main body. The splined shaft goes through the 
hanger bearing and into the horizontal flight. Adjust the flight so it is centered in the tube by 
inserting shims between the hanger bearing mount and the hanger bearing. The 12" hopper 
typically requires 1 shim and the 10" hopper typically requires 2 or 3 shims. Close the center 
and side discharge guards and secure with guard clamps. 

DANGER Never operate hopper with mesh guards open or removed. 
Contact with rotating flighting will cause serious injury or death.

4.	 Install ramp, install bolt-on pivot plate, rotate to transport position, and install ramp transport 
bar. Repeat for other ramps. Install tongue, wheels, and parking jack.

5.	 Install the drive. See attached drive assembly instructions. 

Your Drive Over Hopper mesh guards are factory installed by welding. Replacement mesh guards 
are easily installed and held in place with cotter pins. To remove the original mesh guards, sawing, 
torching, or using a pry bar may be necessary. 

To determine if LH (left hand) side mesh or RH (right hand) side mesh, stand at the discharge end 
and look toward the tongue.

RH Side Mesh

Part # SZ500151

Center Guard Mesh

Part #SZ500153

LH Side Mesh

Part # SZ500152

(not shown)

3/8" x 2-1/4 clevis pin

cotter key cotter key cotter key
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Assembly - Drive Over Hopper

Electric Motor Drive
1.	 Mount electric drive faceplate on end of 

tube.

2.	 Install bearing, 16" diameter, 2 groove 
pulley, and bushings as necessary. Thrust 
load must be carried on pulley hub.

3.	 Slide the motor rails and the support bar 
over the mounting rods. Do not tighten the 
set screw in the motor rails until the motor 
is in position.

4.	 Fasten the mounting rods and the support 
bar to the head assembly. Put a 5/8" jam 
nut on each mounting rod. Insert them in 
the holes provided for mounting and put a 
second 5/8" jam nut to hold them in place.

5.	 Put a 5/8" jam nut on each end of the support post. Insert the support post through the hole in 
the support bar, and screw it into the jam nut welded to the tube. Tighten the lower jam nut by 
the tube. Put a jam nut on the end of the post protruding through the support bar. Adjust and 
tighten the top jam nuts after the motor and belts are in place.

6.	 Mount your electric motor on the motor rails. Align the V-belt with the pulley on the flighting 
shaft. Tighten the set screws in the motor rails and adjust the tension of the V-belt.

7.	 Mount shield mounting bracket to head plate, and fasten shield to mounting bracket. Keep all 
shields in place!

10" models require a 7-1/2 hp motor with a 5" diameter, two groove motor pulley (not furnished). 
For less capacity, the motor pulley size may be reduced.

12" models require a 10 hp motor with a 5-1/2" diameter, two groove motor pulley (not furnished). 
For less capacity, the motor pulley size may be reduced.

WARNING
Flighting thrust load must be carried at discharge head bearing. 
Use bushings for adjustment. The hanger bearing and/or CV joint 
will fail if the thrust is not carried by discharge head bearing.

Electric Motor Mount
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Assembly - Drive Over Hopper
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Assembly - Drive Over Hopper

Hydraulic Motor Drive
1.	 Mount hydraulic drive faceplate on end of 

tube.

2.	 Install bearing, tubular bushing, drive 
coupler, and bushings as needed. (See 
decal on head plate.) Thrust load must be 
carried on drive coupling.

3.	 Slide motor (with attached drive plate) into 
drive coupling and onto drive pegs. Secure 
with hairpin.

10" Drive Over Hopper requires a minimum of 
14 GPM and 1600 PSI. The hydraulic motor has 
two 7/8" O-ring female ports. 
 
12" Drive Over Hopper requires a minimum of 
21 GPM, 1600 PSI, and 3/4" diameter hoses to 
the tractor. The hydraulic motor has two 7/8" 
O-ring female ports. 
 
NOTE: Hydraulic performance can vary due to the condition of the tractor hydraulic pump, 
temperature, length and size of hoses, number of quick couplings, and other factors.

WARNING
Flighting thrust load must be carried at discharge head bearing. 
Use bushings for adjustment. The hanger bearing and/or CV joint 
will fail if the thrust is not carried by discharge head bearing.

DANGER Never check for hydraulic leaks using any part of the human body, 
as oil injection can occur, causing serious injury.
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Operation - Drive Over Hopper

Operation Instructions	

A ramp lift has been supplied to lift the 10' hopper ramps from operating to transport position. The 
lift will also return the ramps into operating position.

1.	 To lift the ramps into transport, position the winch stand on the hopper directly away from the 
lift handle on the ramp.

2.	 The angle on the bottom of the winch stand is to be hooked over the lip of the main body of 
the hopper, opposite of the ramp. The winch stand is then laid down on the hopper, securing 
the stand with the angle closest to the ramp.

3.	 Hook the lift cable to the lift handle on the ramp. (Lift only one ramp at a time.) Use the winch 
to lift the ramp into transport position. (Always stay out of the path of the ramp while raising or 
lowering into position.) Install the transport bar to secure the ramp.

4.	 Repeat steps for the remaining ramps. 

Drive Over Hopper Ramp Winch Lift Stand
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Operation - Drive Over Hopper

To Prepare Drive Over Hopper for Use
1.	 Position the Drive Over Hopper with vehicle and keep attached. Site must be level and free of 

rocks.

WARNING

Before positioning the Drive Over Hopper for use, be sure to 
probe the soil for large rocks or other foreign objects that may 
be close to the surface. In the event that soft soil or muddy 
conditions permit the hopper to settle, foreign objects could dent 
or penetrate the flighting housing, causing damage to the unit.

2.	 Move Parking Jack to lug by right hand wheel, remove wheel, and lower hopper to ground. 
Move to lug by left hand wheel and repeat.

3.	 Move Parking Jack to lug by tongue, remove towing vehicle, remove tongue, and lower hopper 
to ground.

4.	 A ramp lift has been supplied to lower the 10' hopper ramps from transport to operating 
position. To lower the ramps for operation, position the winch stand on the hopper directly 
away from the lift handle on the ramp. The angle on the bottom of the winch stand is to be 
hooked over the lip of the main body of the hopper, opposite of the ramp. The winch stand is 
then laid down on the hopper, securing the stand with the angle closest to the ramp. Hook the 
lift cable to the lift handle on the ramp. Remove transport bar securing ramp. Use the winch to 
lower the ramp for operation. Repeat steps for the remaining ramps.

WARNING Lower only one ramp at a time. Always stay out of the path of the 
ramp while raising or lowering into position.

5.	 Connect any appropriate drive connections (hydraulic hoses, electrical wire, etc.). Make certain 
all guards and shields are in place before use.
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To Transport Drive Over Hopper
1.	 Disconnect any appropriate drive connections (hydraulic hoses, electrical wire, etc.).

2.	 A ramp lift has been supplied to lift the 10' hopper ramps from operating to transport position. 
To lift the ramps into transport, position the winch stand on the hopper directly away from the 
lift handle on the ramp. The angle on the bottom of the winch stand is to be hooked over the 
lip of the main body of the hopper, opposite of the ramp. The winch stand is then laid down on 
the hopper, securing the stand with the angle closest to the ramp. Hook the lift cable to the lift 
handle on the ramp. Use the winch to lift the ramp into transport position. Install the transport 
bar to secure the ramp. Repeat steps for the remaining ramps. 

WARNING Lift only one ramp at a time. Always stay out of the path of the 
ramp while raising or lowering into position.

 

3.	 Move Parking Jack to the lug by tongue, install tongue, and attach to towing vehicle.

4.	 Move Parking Jack to the lug by the left hand wheel, raise hopper, and install wheel. Repeat for 
right hand wheel.

5.	 Road travel speeds should not exceed 20 mph! 

Operation - Drive Over Hopper
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Parts - Drive Over Hopper

Parts List - Drive Over Hopper

Ref No. Part No. Description
10" 
Qty

12"
Qty

1 SZ500101 Main Body 1 1

2 SZ514200 Ramp 4 4

3 SZ500103-1 RH Bolt-on Ramp Pivot Plate 2 2

SZ500103-2 LH Bolt-on Ramp Pivot Plate 2 2

4 SZ6003805 3/8" x 1-1/4" Bolt, Nut, & Lockwasher 8 8

5 SZ500109 Ramp Transport Bar 4 4

6 SZ66HAIRPIN1/8 1/8" Hairpin 11 11

7 SZ500107 Parking Jack w/ 2 Lift Points 1 1

8 SZ500104 Tongue 1 1

9 SZ500110 1/2" x 4" Pin 1 1

10 SZ500105 4-Bolt Hub & Spindle (Complete) 2 2

11 SZ0114415 15" Wheel - 4 Bolt 2 2

12 SZ500111 1/2" x 2-3/4" Pin 2 2

SZ66MB0001/214 Machine Bushing 3 3

13 SZ500153 Center Mesh 2 2

SZ66P3/16X10/0 3/16" x 1" Spiral Pin 4 4

14 SZ500150 Mesh Anchor Clamp 4 4

15 SZ60056012 5/16" Nut & Lockwasher 7 7

16 SZ2016043 1" Bearing 2 1

SZ2018043 1-1/4" Bearing 1

17 SZ65052MSCI000 Flange Housing for 1" Bearing 4 2

SZ65062MSCI000 Flange Housing for 1-1/4" Bearing 2

18 SZ510266 10" Horizontal Flight 1

SZ512266 12" Horizontal Flight 1

19 SZ500152 LH Side Mesh (Under Side Hopper Cover) 1 1

20 SZ500151 RH Side Mesh (Under Side Hopper Cover) 1 1

21 SZ66C3/80X21/4 3/8" x 2-1/4" Clevis Pin (Under Side Hopper Cover) 2 2

SZ66C1/80X13/4 1/8" x 1-3/4" Cotter Pin (Under Side Hopper Cover) 2 2

22 SZ500106 Side Hopper Cover 1 1

23 SZ8801619 5/16" Diameter Pivot Rod 1 1

SZ7307230001 Pivot Rod Retainer Clip 1 1

24 SZ500108 Hanger Bearing Mount 1 1

26 SZ9941213 Nylon Hanger Bearing 1 1

SZ9900699 Hanger Bearing Shim*

27 SZ66U3/8X33/16 Hanger Bearing U-Bolt 1 1

28 SZ6003808 3/8" Nut & Lockwasher 5 5

29 SZ510366 10" Connector Flight 1

SZ512366 12" Connector Flight 1

*As needed
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Parts - Drive Over Hopper

Ref No. Part No. Description
10" 
Qty

12"
Qty

30 SZ9951220 1-1/8" 6-Spline Shaft - 20-1/4" Long 1 1

31 SZ6001803 3/8" x 2" Spiral Pin 2 2

32 SZ0165555 CV Joint 1 1

33 SZ663/8X30/000 3/8" x 3" Bolt 1 1

34 SZ66LKNUT03/80 3/8" Self-locking Nut 1 1

35 SZ500100 10" Discharge Tube 1

SZ500120 12" Discharge Tube 1

36 SZ510166 10" Discharge Flight 1

SZ512166 12" Discharge Flight 1

37 SZ6001515 1/2" x 1-1/2" Bolt, Nut & Lockwasher 6 6

38 SZ500124 Flexible Spout Extension 1

39 SZ6002532 1/4" x 3/4" Carriage Bolt, Nut, & Lockwasher 12

40 SZ0981130 10" Electric Drive Head Plate 1

SZ500122 12" Electric Drive Head Plate 1

41 SZ3981111 10" Hydraulic Drive Head Plate 1

SZ500121 12" Hydraulic Drive Head Plate 1

43 SZ6005675 5/16" x 3/4" Bolt, Nut, & Lockwasher 3

SZ6003807 3/8" x 3/4" Bolt, Nut, & Lockwasher 3

44 SZ8161602 Angle Mount 2 2

45 SZ8161603 5/8" Bent Mount Rod 2 2

46 SZ8161605 Support Bar 1 1

47 SZ9191601 Shield 1 1

48 SZ8161606 5/8" Threaded Support Rod 1 1

49 SZ2221668 68" V-Belt 2 2

50 SZ0162616 16" x 2 Groove x 1" Bore Pulley 1

SZ0162716B 16" x 2 Groove x 1-1/4" Bore Pulley 1

51 SZ66JN00005/80 5/8" Jam Nut 7 7

52 SZ6001602 5/16" x 2" Spiral Pin 1 1

54 SZ8161608 Shield Mounting Bracket 1 1

55 SZ6002575 1/4" x 3/4" Bolt, Nut, & Lockwasher 2 2

56 SZ0231140 1" x 14 ga. Machine Bushing 3

SZ0231141 1-1/4" x 14 ga. Machine Bushing 3

57 SZ3981090 6.2 cu. in. Hydraulic Motor 1

SZ3982090 8.0 cu. in. Hydraulic Motor 1

58 SZ3981091 Motor Mount Plate 1 1

59 SZ6001515 1/2" x 1-1/2" Bolt, Nut, & Lockwasher 2 2

60 SZ6002502 1/4" x 1-1/2" Spiral Pin 1

SZ6001602 5/16" x 2" Spiral Pin 1

61 SZ2012553A 1" 6-Spline to 1" Round Coupler 1
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Parts - Drive Over Hopper

Ref No. Part No. Description
10" 
Qty

12"
Qty

SZ01125118 1/4" x 1-3/16" Key 1

SZ5952085 1" 6-Spline to 1-1/4" Round Coupler 1

SZ0112520 1/4" x 2" Key 1

62 SZ66HAIRPIN1/8 1/8" Hair Pin 1 1

63 SZ3981112 1-3/4" Long Bushing 1

SZ5952086 1-1/4" Long Bushing 1

70 SZ500115 Ramp Winch Lift Stand Weldment 1 1

71 SZ2036221 Bolt On Brake Winch - K1051 1 1

SZ663/8X11/400 3/8" x 1-1/4" Bolt 3 3

SZ66FWP03/80 3/8" Flat Washer 3 3

SZ66STLWP03/80 3/8" Lockwasher 3 3

SZ66HHNNCP3/80 3/8" Hex Nut 3 3

72 SZ0213215 3/16" x 15' Lift Cable w/ Hook 1 1

130 SZ0114110 4-Bolt Hub w/ Cups 2 2

131 SZ100126 Inner Bearing Cup 2 2

132 SZSE-1100 Grease Seal 2 2

133 SZ100125 Inner Bearing Cone 2 2

134 SZWB10000 Wheel Bolt (1/2" x 1-1/4") 8 8

135 SZDC-1200 Dust Cap 1 1

136 SZLM11949 Outer Bearing Cone 2 2

137 SZLM11910 Outer Bearing Cup 2 2

138 SZ601.5X03/4WA 1-1/2" OD x 3/4" ID x 10 ga. Spindle Washer 2 2

139 SZP251703 Slotted Spindle Nut 2 2

140 SZ66C5/32X13/4 5/32" x 1-3/4" Cotter Pin 2 2



21

Parts List - Decals (decal location drawing available upon request)

Part No. Description Qty

SZ000113 “FARM KING” logo 2

SZ06011 “WARNING” contact w/ rotating flighting 1

SZ06018 “NOTICE” Do not operate when empty during break-in 1

SZ06023 “WARNING” Keep shield in place during operation 1

SZ06047 “WARNING” Understand operating procedures 1

SZ06051 “DANGER”  Rotating flighting 4

SZ06074 “NOTICE” 1

SZ06084 “NOTICE” Avoid over feeding 1

SZ06085 “LUBRICATION” 1

Parts - Drive Over Hopper
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Farm King Limited Warranty
This document limits your warranty rights.

Base Limited Warranty
Buhler Industries Inc. provides this warranty only to original retail purchasers of its product. 
Buhler Industries Inc. warrants to such purchasers that all Buhler Industries Inc. manufactured 
parts and components used and serviced as provided for in the Operator’s Manual shall be free 
from defects in materials and workmanship for a period following delivery to the original retail 
purchaser of 12 months (80 days for commercial applications). This limited warranty applies only 
to those parts and components manufactured by Buhler Industries Inc. Parts and components 
manufactured by others are subject to their manufacturer’s warranties, if any.

Buhler Industries Inc. will fulfill this limited warranty by, at its option, repairing or replacing 
any covered part that is defective or is the result of improper workmanship, provided that the 
part is returned to Buhler Industries Inc. within thirty (30) days of the date that such defect or 
improper workmanship is, or should have been, discovered. Buhler Industries Inc. reserves the 
right to either inspect the product at the buyer’s location or have it returned to the factory for 
inspection. Parts must be returned through the selling representative and the buyer must prepay 
transportation charges. 

Buhler Industries Inc. will not be responsible for repairs or replacements that are necessitated, 
in whole or part, by the use of parts not manufactured by or obtained from Buhler Industries Inc. 
Under no circumstances are component parts warranted against normal wear and tear. There 
is no warranty on product pump seals, product pump bearings, rubber product hoses, pressure 
gauges, or other components that require replacement as part of normal maintenance. Also: 
Buckets and Bucket Tines carry no warranty, Bent Spears carry no warranty, Snowblower Fan 
Shafts carry no warranty, Mower Blades carry no warranty, Portable Auger Parts Have Two (2) 
Year Warranty, Loader Parts Have Two (2) Year Warranty. The purchaser is solely responsible for 
determining suitability of goods sold. This warranty is expressly in lieu of all other warranties 
expressed or implied. Buhler Industries Inc. will in no event be liable for any incidental or 
consequential damages whatsoever. Nor for any sum in excess of the price received for the 
goods for which liability is claimed.

Repair Parts Limited Warranty
Buhler Industries Inc. warrants Farm King replacement parts purchased after the expiration of the 
Buhler Industries Inc. Limited Warranty, and used and serviced as provided for in the Operator’s 
Manual, to be free from defects in materials or workmanship for a period of thirty (30) days 
from the invoice date for the parts. Buhler Industries Inc. will fulfill this limited warranty by, at 
its option, repairing or replacing any covered part that is defective or is the result of improper 
workmanship, provided that the part is returned to Buhler Industries Inc. within thirty (30) days 
of the date that such defect or improper workmanship is, or should have been, discovered. Such 
parts must be shipped to Buhler Industries Inc. at the purchaser’s expense.

What is Not Covered
Under no circumstances does this limited warranty cover any components or parts that have 
been subject to the following: negligence; alteration or modification not approved by Buhler 
Industries Inc.; misuse; improper storage; lack of reasonable and proper maintenance, service, 
or repair; normal wear; damage from failure to follow operating instructions; accident; and/
or repairs that have been made with parts other than those manufactured, supplied, and or 
authorized by Buhler Industries Inc.

Warranty - Drive Over Hopper
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Authorized Dealer and Labor Costs
Repairs eligible for labor under this limited warranty must be made by Buhler Industries Inc. or an 
authorized Farm King dealer. Buhler Industries Inc. retains the exclusive discretion to determine 
whether it will pay labor costs for warranty repairs or replacements, and the amount of such 
costs that it will pay and the time in which the repairs will be made. If Buhler Industries Inc. 
determines that it will pay labor costs for warranty work, it will do so by issuing a credit to the 
dealer’s or distributor’s account. Buhler Industries Inc. will not approve or pay invoices sent for 
repairs that Buhler Industries Inc. has not previously approved. Warranty service does not extend 
the original term of this limited warranty. 

Warranty Requirements
To be covered by warranty, each Farm King new product must be registered with Buhler 
Industries Inc. within thirty (30) days of delivery to original retail purchaser. If the customer 
decides to purchase replacement components before the warranty disposition of such 
components is determined, Buhler Industries Inc. will bill the customer for such components and 
then credit the replacement invoice for those components later determined to be covered by this 
limited warranty. Any such replacement components that are determined not be covered by this 
limited warranty will be subject to the terms of the invoice and shall be paid for by the purchaser. 

Warranty Claims:
Warranty requests must be prepared on Buhler Industries Inc. Warranty Claim Forms with all 
requested information properly completed. Warranty Claims must be submitted within a thirty 
(30) day period from date of failure repair.

Warranty Labor: 
Any labor subject to warranty must be authorized by Buhler Industries Inc. The labor rate for 
replacing defective parts, where applicable, will be credited at 100% of the dealer’s posted shop 
rate. Defective parts will receive an extra 10% discount to assist with freight or other incidental 
costs.

Exclusive Effect of Warranty and Limitation of Liability

TO THE EXTENT PERMITTED BY LAW, BUHLER INDUSTRIES INC. DISCLAIMS ANY 
WARRANTIES, REPRESENTATIONS, OR PROMISES, EXPRESS OR IMPLIED, AS TO THE QUALITY, 
PERFORMANCE, OR FREEDOM FROM DEFECT OF THE COMPONENTS AND PARTS COVERED BY 
THIS WARRANTY AND NOT SPECIFICALLY PROVIDED FOR HEREIN.

TO THE EXTENT PERMITTED BY LAW, BUHLER INDUSTRIES INC. DISCLAIMS ANY IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ON ITS 
PRODUCTS COVERED HEREIN, AND DISCLAIMS ANY RELIANCE BY THE PURCHASER ON 
BUHLER INDUSTRIES INC.’S SKILL OR JUDGMENT TO SELECT OR FURNISH GOODS FOR ANY 
PARTICULAR PURPOSE. THE PURCHASER’S ONLY AND EXCLUSIVE REMEDIES IN CONNECTION 
WITH THE BREACH OR PERFORMANCE OF ANY WARRANTY ON PRODUCTS MANUFACTURED 
BY BUHLER INDUSTRIES INC. ARE THOSE SET FORTH HEREIN. IN NO EVENT SHALL BUHLER 
INDUSTRIES INC. BE LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES (INCLUDING, 
BY WAY OF EXAMPLE ONLY AND NOT LIMITATION, LOSS OF CROPS, LOSS OF PROFITS OR 
REVENUE, OTHER COMMERCIAL LOSSES, INCONVENIENCE, OR COST OF REPLACEMENT 
OF RENTAL EQUIPMENT). IN NO EVENT SHALL FARM KING’S CONTRACT OR WARRANTY 
LIABILITY EXCEED THE PURCHASE PRICE OF THE PRODUCT. 
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(Note that some provinces or states do not allow limitations on how long an implied warranty 
lasts or the exclusion or limitation of incidental or consequential damages, so the above 
limitations and exclusion may not apply to you.) This warranty gives you specific legal rights and 
you may also have other rights, which vary from province to province or state to state.

Buhler Industries Inc. neither assumes nor authorizes any person or entity, including its selling 
representatives, to assume any other obligations or liability in connections with the sale of 
covered equipment, or to make any other warranties, representations, or promises, express or 
implied, as to the quality, performance, or freedom from defect of the components and parts 
covered herein. No one is authorized to alter, modify, or enlarge this limited warranty, or its 
exclusions, limitations and reservations.

Corrections of defects and improper workmanship in the manner, and for the applicable time 
periods, provided for herein shall constitute fulfillment of all responsibilities of Buhler Industries 
Inc. to the purchaser, and Buhler Industries Inc. shall not be liable in negligence, contract, or on 
any other basis with respect to the subject equipment.

This limited warranty is subject to any existing conditions of supply which may directly affect 
Buhler Industries Inc.’s ability to obtain materials or manufacture replacement parts.

Buhler Industries Inc. reserves the right to make improvements in design or changes in 
specifications to its products at anytime, without incurring any obligation to owners of units 
previously sold.

Government Legislation:
Warranty terms and conditions are subject to provincial or state legislation.

Important Note: This warranty does not apply to rentals.
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The following page contains a space for you to record the information about your Drive Over  
Hopper found on this plate. Please record this information here for future reference.
NOTE: The Drive Over Hopper serial number is located on the tongue end.

Farm King Number:___________________________________________________________________________

Farm King Serial Number:_____________________________________________________________________

Component Serial Numbers:
Manufacturer		 Part Number		  Serial No.		  Notes:
____________________________________________________________________________________

____________________________________________________________________________________

____________________________________________________________________________________

____________________________________________________________________________________

Serial Number Location	
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