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Safety Decals 
 
The Terminology  and decal lo cation illus tration show t he app roximate location and 
detail of safety decals. To in stall safety decals ensure the installation area is clean a nd 
dry. Decide on the exact posit ion before you remove the backing paper. Remove the 
smallest portion of the split bac king paper  and align over the specified ar ea. Carefully  
press in place. Slowly  peel back the rema ining paper and smooth t he remaining portion 
in place. Small air pockets can be pierc ed with a pin and smoothed out. Keep all dec als 
clean and replace any that are damaged or  missing. Replacement decals ar e available 
from you local dealer. The followi ng pictorials indicate important precautions to be used 
during the operation of the 1500 Hayliner. 
 

7. Part # 813633

1. Part # 813624 2. Part # 813625 4. Part # 813626

5. Part # 813627 6. Part # 813632

11. Part # 813636 10. Part # 813637

 12. Part # 21980 

SW700

WARNING

To prevent serious injury or death:

Relieve pressure on system
before repairing or adjusting or disconnecting.

Wear proper hand and eye protection
when searching for leaks. Use wood or
cardboard instead of hands.

Keep all components in good repair.

HIGH-PRESSURE FLUID HAZARD

3. Part # 21867

8. Part # 813635 

19. Part # A7017-00

14. Part # 813952 

(NO SERVICEABLE PARTS INSIDE)
DECAL PN: 813952 CONTINUITY LIGHT

BUHLER HAYLINER 1500/2500 SNUBBER UNIT
P/N: 813949

13. Part # 813638 

HAYLINER 1500 
15. Part # 967053

RED RELFECTIVE

16. Part # 967055
YELLOW RELECTIVE

17. Part # 813631
ORANGE FLOURESCENT

18. Part # 813628
AMBER REFLECTIVE
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MAINTENANCE 
 

CAUTION Place all c ontrols in neutral, stop engine,  set parking brake,  
remove ignition key  and wait for all moving parts to stop before serv icing, adjusting or  
repairing the 1500 Hayliner. 

 

CAUTION     Ensure the 1500 Hayliner tires and hitch are securely blocked. 
Otherwise, verify the 1500 Hayl iner is properly coupled to the drawbar on a tractor with 
a minimum mass of 12480 LB (5660 kg).  
 

NOTE:  Service intervals should be increased w hen operating in extreme or difficult  
conditions. 
 
1.  Fasteners 
 
¾ Inspect all bolt torques after first use and 50 hours thereafter. 
¾ Periodically inspect for broken or missi ng fasteners. Replace with fasteners of 

similar size and equivalent grade.  
¾ The table below list t he correct torque va lues for various bolts and cap scr ews 

used on the bale carr ier. Tighten all bolt s to specified values unless other wise 
noted.  

 
 

 

 

 

BOLT TORQUE 
SAE 2 SAE 5 SAE 8 

BOLT 
DIAMETER 

"A" lb-ft N.m lb-ft N.m lb-ft N.m 
1/4" 6 8 9 12 12 17 
5/16" 10 13 19 25 27 36 
3/8" 20 27 33 45 45 63 
7/16" 30 41 53 72 75 100 
1/2" 45 61 80 110 115 155 
9/16" 70 95 115 155 165 220 
5/8" 95 123 160 215 220 298 
3/4" 155 225 290 390 400 540 
7/8" 170 230 420 570 650 880 
1" 225 305 630 850 970 1320 

LOCATION lb-ft N.m 
WHEEL HUB BOLTS  125 170 
ALL CARRIAGE BOLTS 33 45 
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2.  Hydraulic System 
 

WARNING  Escaping fluid under  pressure  can have sufficient force to 
penetrate the skin, causing serious personal in jury.  Before repairing, adjusting, or  
disconnecting lines, be sure to relieve all pressure. 

 

WARNING Never operate the 1500 Hay liner with frayed or damaged 
hoses or leaking fittings.  A burst would cause the lift arm to drop suddenly and result in 
serious injury or death and cause damage to the loader or tractor. 
 
¾ Before applying pressure to the system, be sure all 

connections are tight and the lines, pipes, and hoses  are 
not damaged. 

¾ Wear proper hand and eye pr otection when searching for 
leaks.  Us e a piece of wood or  cardboard instead of  hand 
to check for leaks. 

¾ Maintain all components in good working order. 
¾ If injured by escaping fluid, see a doctor at once.  Serious  

infection or toxic reaction can develop if proper medica l 
treatment is not administered immediately. 

¾ Regularly check the f luid level in the tractor reservoir and 
follow the maintenance procedures in the tractor 
Operator’s Manual. 

¾ Regularly inspect cylinders, hoses and fittings for leaks, 
crimps and abrasions or other signs of wear and tear or 
impending failure. 

¾ Ensure hoses do not bind or  stretch during operation. 
Always keep hoses tied or supported to prevent rubbing against sharp areas or 
being pinched. We suggest using tie wraps to support hoses.  

¾ Replacement hoses must have a working pr essure of 3000 psi ( 20685 kpa)   or 
higher. 

 
3.  Hydraulic Fitting Torques 
 

(ft-lbs) (NM) (ft-lbs) (NM)
-04 7/16-20 14-16 20-22 10-11 13-15
-05 1/2-20 18-20 24-27 13-15 18-20
-06 9/16-18 24-26 33-35 17-19 23-26
-08 3/4-16 50-60 68-78 34-38 47-52
-10 7/8-14 72-80 98-110 50-56 69-76
-12 1-1/16-12 125-135 170-183 70-78 96-106
-14 1-3/16-12 160-180 215-245 80-90 110-122
-16 1-5/16-12 200-220 270-300 94-104 127-141
-20 1-5/8-12 210-280 285-380 124-138 169-188
-24 1-7/8-12 270-360 370-490 156-173 212-235

Dash Size Thread 
Size

Jam Nut or Straight SAE 37° (JIC)
ORB Fitting Torque Swivel Nut Torque
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4.  Chains 
 
¾ Check for proper chain tension and sprocket  

alignment after first use and every 50 hours 
thereafter.  

¾ Turn the front sprocket adjusting bolt 
clockwise until there is  approximately 6” (15 
cm) of upward slack in the chain at the center 
of the track. Clockwise increases tension and 
counter clockwise reduces tension.  

¾ Proper chain tension may be verified by 
raising the chain by hand.  

¾ See lubrication section for further 
maintenance instructions. 

 
 

FRONT ADJUSTING                         
BOLT

5.  Wheels / Tires 
 
¾ Inspect hub bolts after first use and 50 hrs thereafter. Hub bolts must be torqued 

to 125 ft-lb (170 Nm). 
¾ Thread-locking compound such as Lockt ite 242 is recommended for the hub 

bolts. 
¾ Ensure that dust caps are firmly in place. 
¾ Check tire pressure regularly: 90 psi (620 kpa). 
¾ The wheel bearings should be inspec ted and re-packed annually with a SAE 

multi purpose type grease. If hub is supplied with grease fitting grease every  
500hrs.  

¾ Air valve should face away from the hub.  
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6.  Storage 
 

CAUTION Place all c ontrols in neutral, stop engine, set parking brake 
and remove ignition key before inspecting, se rvicing, adjusting or repairing the 1500 
Hayliner. 

 

CAUTION     Ensure the 1500 Hayliner tires and hitch are securely blocked. 
Otherwise, verify the 1500 Hayl iner is properly coupled to the drawbar on a tractor with 
a minimum of 12480 LB (5660 kg).  
 
Start of Season 
 
¾ Clean and inspect the bale carrier when taking it out of storage. Ensuring that the 

bale carrier is in opt imum condition at the start of the seas on reduces the 
chances of a costly breakdown during the season. 

¾ Clean and inspect chains and chain rollers for excessive wear or stiffness. Check 
for proper adjustment and alignment. 

¾ Lubricate entire bale carrier. Ensure that all grease fittings are in place and taking 
grease properly. 

¾ Operate the bale car rier for a short time. Check  that all mov ing parts are 
operating freely. Check for hydraulic leaks. 

¾ Inspect and repack wheel bearings with a SAE multi purpose type grease. 
¾ Replace and secure safety shields. Review safety regulations. 
¾ Check all bolts for tightness. Replace lost or worn bolts. 
¾ Check that tires are properly inflated. 
¾ Review the Operator’s Manual. 
 

During The Season 
 
¾ At the end of each day of operation park the bale carrier in a clean, dry, sheltered 

area. 
¾ Lubricate areas requiring daily lubrication. 
¾ Remove any build up of hay or straw. 

 
End Of Season 
 
¾ Replace worn or damaged parts and replac e if necessary. To avoid costly delays 

contact your dealer for replacement parts before the start of the next season. 
¾ Store the bale carrier in a clean, dry, sheltered area. 
¾ Replace all missing or broken bolts with bolts of similar size and grade. 
¾ Clean the baler carrier thoroughly. Dirt draws moisture that rusts metal. 
¾ Repaint chipped or worn areas. Paint is available from your dealer. 
¾ Clean chains and brush with SAE light machine oil (or equivalent) to prevent rust. 
¾ Repaint the top of the carrier beams wit h a graphite paint such  as Slip PlateTM to 

prevent rust. 



bühler    
1500 Bale Carrier 

 
 20 

APPENDIX LIST 
 

Description Appendix
Assembly Instructions…..……………………………………………………. A 
Hydraulic Assembly…………………………………………………………… B 
Electrical Assembly………..………………………………………………….. C 
General Assembly….…………………………………….…………………... D 
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APPENDIX A  
 
Assembly Instructions 
 
Table of Contents 
 
Description Page 
Carrier Bundled Assembly………………………………………………………. 22 
     Tandem Axle Assembly……………………………………………………… 22 
     Brace Weldment……………………………………………………………... 22 
     Taillight Assembly……………………………………………………………. 23 
     Bale Retainer Weldment…………………………………………………….. 23 
     Fixed Loading Arm………………………………………………………….. 23 
     Bale Deflector Arm Assembly……………………………………………... 24 
     RPU Assembly………………………………………………………………... 24 
Carrier Bundled Assembly Drawing……………………………………………. 26 
Carrier Bundled Assembly Parts List…………………………………………... 27 
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CAUTION Make sure area is c lear of obstructions, well lit, and ha s 
sufficient room for safe assembly. Do not work underneath raised assembly. 
                                                                                     
 

CAUTION Ensure the carrier’s tires and hitch are securely blocked.  
Otherwise, verify the carrier is properly coupled to the drawbar on a tractor with a 
minimum of 12480 LB (5660 kg). 
                                                                                     

 
Carrier Bundled Assembly 
 
1. Tandem Axle Assembly Installation 
 
 Refer to Carrier Bundled Assembly drawing 
¾ Raise the main assembly to a maximum of three feet to insert the tandem axle 

assembly (A2400-14) on both sides. Make sure that the assembly is securely 
held in place. Support assembly with the appropriate rated stands for the load. 

¾ Insert the tandem axle assembly on to the axle Beam (C2407-00). 
¾ Insert the tandem axle locator (C8005-00) between the tandem axle assembly 

bushings, continue to insert the axle assembly. 
¾ Insert nut (813547) and set screw (9840770) into the locator. 
¾ Install tires 
¾ Torque all fasteners to the torque specifications listed in the maintenance section 

of this manual. 
¾ Lubricate axle and hubs; refer to lubrication section for details. 
¾ Recheck all bolt torques after first use. 

 
 

2. Brace Weldment Installation 
 
 Refer to Carrier Bundled Assembly drawing 
¾ The carrier has six braces that need to be installed on the undercarriage of the 

main assembly.  
¾ All fasteners require a flat washer and a lock-nut. 
¾ Loosely assemble and fasten all braces.  
¾ Torque all hardware to the required torque specifications listed on the 

maintenance section of this manual. 
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     3. Tail Light Assembly 
 

Refer to Carrier Bundled Assembly drawing.
¾ Remove and inspect all required hardware from parts box. 
¾ Mount lights using fasteners supplied 
¾ Connect the tail light wiring harnesses to their appropriate connections. 
¾ Connect main lighting plug to tractor. 
¾ Test by verifying correct lamps illuminate when signalling and braking. 

 
.  

4.  Bale Retainer Weldment 
 
¾ Remove the hardware from parts box and transfer on to bale retainer weldment.  

Place the weldment on the ma tching bolt holes in the position shown in Carrier  
Bundled Assembly drawing.  Torque the pr ovided hardware to the specific ations 
listed on the bolt chart.  

 
 

5.  Fixed Loading Arm   
 

CAUTION     Stay clear of the arm when testing a finished assembly. 
Ensure during assembly to k eep your entir e body  out  from underneath parts that are 
being attached to the main frame. 
 
¾ Remove lift arm pivot pins that are installed 

on the carrier. 
¾ Thoroughly lubricate all pins involved in the 

assembly with a SAE multi purpose grease. 
¾ Align arm to pivots with open end of arm 

facing forward and reinstall pins with 
hardware provided and torque to 
specifications called for in the bolt chart.  

¾ Remove the lift cylinder pin from the arm. 

36.0"

 
 FIXED LIFT ARM 

ATTACHMENT ASSEMBLY 
LAYOUT

¾ Align the lift cylinder rod and reinstall the pin. 
¾ Adjust the outside bale fork to be posit ioned at the end of the lift arm and the 

inner bale fork about 36” (91 cm) from the end. 
¾ Recheck all hardware so that every bolt ed connection on the lift arm is torqued 

according to the specifications of the bolt chart. 
¾ For first operation, cycle the lift arm slo wly with a bale and Inspect just before 

lifting bale from ground. 
¾ Approach the bale and inspect to ensure the spacing of the forks is accurate. 
¾ Finish the cycle and observe how the bale transits from the forks to the carrier  

beam. If transition is  smooth wit h minimum bale binding assembly is  completed. 
If not adjust the forks to a different location and try until loading is smooth. 
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6.  Bale Deflector Arm Assembly 
 
¾ Remove all hardware that is included with the 

deflector assembly. 
¾ Remove the two top bolts from outer fork on 

lift arm.  
¾ Maintain the spacing of  the forks if already 

preset. If not set spacing as des cribed in the 
fixed pick up arm assembly section. 

¾ Insert the coned end of the deflector onto the 
end of the outer fork. 

¾ Align the bolt holes from the removed bolts 
on the outer fork and t he end of the deflector  
attachment. 

¾ Insert hardware suppli ed with t he deflect or 
the same way the hardware was installed 
before the attachment was added. 

¾ Torque all hardware according to the bolt  
chart and tighten the s et screws on the cone 
also according to the chart. 

¾ During first bale lift, cycle slowly and watch 
for excessive flexing or movement of the 
deflector. If movement is detected stop cycle 
and retorque all hardware involved. 

 
 
 
 

 
 

 
 

BALE DEFLECTOR 
ATTACHMENT ASSEMBLY 

LAYOUT 

 
 

 
 

7.  RPU Assembly 
 
¾ Remove lif t cylinder and install Pilot Check 

assembly (see Appendix B) 
¾ Reinstall cylinder at base end only.  
¾ Lubricate all pins involved in RPU attachment 

with a SAE multi purpose grease. 
¾ Align arm to pivots with open end of arm 

facing away from the carrier and reinstall pins 
with hardware provided and torque to 
specifications called for in the bolt chart. 

¾ Remove the lift cylinder pin from the RPU  
arm. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

RPU ATTACHMENT 
ASSEMBLY LAYOUT 
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¾ Align the lift cylinder rod and reinstall the pin. 
¾ Adjust the outside bale fork to be positioned 

at the end of the lift arm and the inner bale 
fork 6” (15 cm) to 8” (20 cm) bigger than the 
size of bale that is being loaded. 

¾ Install the hydraulics according to the way 
the hydraulic assembly Appendix B calls out. 

¾ Recheck all hardware so that every bolted and 
 hydraulic connection on the lift arm is torqued according to the specifications of 
 the torque charts.  
¾ The RPU cycle should begin with a squeez e action, then lift and rotate. After 

rotation is complete the lift continues until the bale is above the carrier beams. 
¾ Release LIFT ARM UP when bale is  above the carrier beam. Depress LIFT ARM  

DN to release the bale and return to ground level ready for the next bale. 
¾ For the fir st operation, cycle the lift arm slowly with the ba le and observe the 

RPU operation. 
¾ Approach the bale slowly, once the bale is  captured in the forks press the lift  

switch. The bale is squeezed until the pr essure in the sequenc e valve has been 
achieved which is preset at 1800 psi (12400 kpa). 

¾ If bale is  not held in between the forks in crease the sequence valve pressure b y 
turning the setscrew cl ockwise. Refer to th e RPU Rotate Cylinder drawing for 
adjustment location of the setscrew. Verify that the fork spacing is accurate and 
refer to the drawing on this page for fork adjustments.  

¾ The lift and rotate sequence won’t begin unt il the clamp pressure is met within 
the sequence valve.  

¾ When the clamp pressure is met, the lifting action should start before the rotating 
action to minimize bale damage from the moving ground. 

¾ To increase lift prior to rotate turn the restrictor knob clockwise. Refer to the RPU 
Rotate Cylinder drawing for more information. 

¾ Continue to raise the bale until it is positioned above the carrier beam. 
¾ Release the bale by lowering the lift arm. 
¾ Finish the cycle and observe how the bale transits from the forks to the carrier  

beam. If transition is  smooth wit h minimum bale binding assembly is  completed. 
If not adjust the forks to a different location and try until loading is smooth. 

 

ROTATING PICK UP ARM

ADJUSTABLE FORK

BALE WIDTH + 6” TO 8”
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Carrier Bundled Assembly 
 

ITEM COMPONENT DESCRIPTION QTY 
  PART NUMBER    
1  B2400-14  AXLE ASSEMBLY 2 
2  B2700-03  TIRE ASSEMBLY 4 
3  C2407-00  TANDEM AXLE LOCATOR 2 
4  C2907-00  SMV BRACKET & TAIL LIGHT MOUNT 1 
5  C7035-00  REAR BRACE WELD'T 2 
6  C7036-00  CENTER BRACE 2 
7  C8005-00  AXLE 1 
8  C8006-00  FRONT BRACE WELD'T 2 
9  C8009-00  BALE RETAINER WELD'T-YELLOW 1 
10  INE7045-00  LIGHT MOUNT BRACKET 1 
11  813653  BOLT 0.563 NF X 1.75 (WB12)/HUB 24 
12  81527  BOLT HEX 0.25NC X 1.00 GR5 PL 10 
13  967274  BOLT HEX 0.500NC X 1.50 GR5PL 34 
14  81629  BOLT HEX 0.500NC x 3.5 GR5 PL 4 
15  81525  BOLT HEX 0.250NC X 0.75 UNC GR5 PL 2 
16  812624  WASHER 0.250 FLAT BS PL 2 
17  84048  WASHER 0.500 FLAT SAE BS PL 42 
18  948077  NUT HEX JAM 0.500NC GR2PL 2 
19  81922  NUT LOCK (NYLON) 0.25NC GR B PL 12 
20  813663  NUT LOCK (STEEL) 0.500NC  X 1.50 GR5 PL 38 
21  814196  LAMP-AG/DUAL/LH/4-WAY WP 1 
22  814195  LAMP-AG/DUAL/RH/4-WAY WP 1 
23  813547  SET SCREW SQHDCUP 0.500 NC 2 
24  967075  SMV SPADE MOUNT 1 
25  967066  SMV SIGN 1 
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APPENDIX B  
 
Hydraulic Assembly 
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NOTE: 1) Hydraulic Assembly methods and layo uts are common to the right and 
left sides. Only one side of each component is shown in this manual. 
2) Seal Kit s and Service Parts are only list ed in the parts lists and are not indic ated on 
the illustrations. 
 
Table of Contents 
 

Description Page
Carrier Hydraulic Assembly Schematic…………………………………………... 28 
    Valve Bank Assembly………….….……………………………………….….... 30 
        FPS Directional Valve Bank Assembly……………………………………... 32 
        Series Parallel Valve (Low and High Speed)………………………………. 33 
    Hydraulic Return Line Assembly……………………………………………….. 35 
    Hydraulic Pressure line Assembly……………………………………………... 35 
    Carrier Tilt Assembly…………………………………………………………….. 36 
    Carrier Tilt Cylinders Hydraulic 3/8 line………………………………………... 37 
    Fixed Pick Up Cylinder Assembly……………………………………………… 38 
    Pusher Motor Assembly…………………………………………………………. 39 
    Carrier Hydraulic Assembly Hardware………………………………………… 40 
Fixed Pick Up Arm Hydraulic Assembly Schematic…………………………….. 41 
RPU Hydraulic Assembly…………………………………………………………... 42 
    RPU Squeeze Cylinder………………………………………………………….. 43 
    RPU Lift Cylinder…………………………………………………………………. 44 
        Pilot Check Valve Assembly…………………………………………………. 45 
    RPU Rotate Cylinder…………………………………………………………….. 46 
Open Center Kit Hydraulic Schematic.…………………………………………… 47 
    Open Center Kit Assembly……………………………………………………… 48 
1500 Hayliner Hydraulic Schematic………………………………………………. 49 
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Carrier Hydraulic Assembly (Part # A8000-04) 
 

Item Component  
Part # 

Description Qty 

1 A8002-01 1500 HAYLINER VALVE BANK ASSEMBLY 1 
2 A7010-00 HYD ASSY 1/2 X 130 RETURN LINE 1 
3 A7011-00 HYD ASSY 1/2 X 130 PRESSURE LINE 1 
4 A8012-00 TILT CYLINDER ASSY 3 X 10 PIN EYED 1 
5 A8013-00 TILT CYLI ASSY HYD 3/8 HOSE 2 
6 A7013-00 TILT ASSY LIFT ARM CYLINDER  1 
7 A8011-00 MOTOR MT ASSY 1500 HAYLINER 22.2 CU 1 
8 115001 HOSE 1/2 X 24 3/4 SWFJIC X 7/8 4 
9 812176 HOSE 3/8 X 96 9/16 SWF X JIC 2 

10 29105 HOSE 1/2 X 28 3/4 SWFJIC 2 
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Valve Bank Assembly (Part # A8002-01) 
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Valve Bank Assembly (Part # A8002-01) 
 

Item Component  
Part # 

Description Qty 

1 C8013-00 VALVE BANK MOUNT WELDMENT  1 
2 B7010-00 SERIES PARALLEL VALVE (2 SPEEDS) 1 
3 B8008-00 VALVE ASSY FPS DIRECTIONAL 1 
4 E2781-00 FLOW RESTRICTOR 1 
5 812080 ADAPTOR STR 3/4 MORB X 3/4 MJIC 2 
6 81549 BOLT HEX 0.313 NC X 0.75 GR5PL 4 
7 812362 NUT LOCK (STEEL) 0.313 NC GRBPL 6 
8 810582 BOLT HEX 0.313 NC X 3.00 GR5PL 2 
9 813667 TEE RUN 1/2 MJIC X 3/4 MORB  2 

10 811916 ELBOW 90 3/4 MORB X 9/16 MJIC 2 
11 811414 ELBOW 90 3/4 MORB ADJ X 3/4 MJIC 3 
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FPS Directional Valve Assembly (Part # B8008-00) 
 
 
 

1
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2450 PSI  PLUG 
FACING FORWARD

NOTE: THE SECOND ITEM 
4 IS NOT VISIBLE BUT IS 
ON THE OPPOSITE SIDE IN 
THE POSITION OF THE 
OPEN HOLE IN THIS VIEW

 
 

B8008-00 FPS Valve Service Parts 
 

Item Component  
Part # 

Description Qty 

1 22208-01 MV4-17 SPOOL SECTION 2 
2 22149 CROSS OVER RELIEF VALVE HAYLINER SET 2400 1 
3 22083-03  C07-12TD COIL 4 
4 812081 PLUG 3/4 MORB STL  2 
5 22208-02 MV4-A LOCK VALVE 1 
6 X2684 SEAL KIT VALVE BANK (ITEM NOT VISIBLE) 2 
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Series Parallel Valve Low and High Speed (Part # B7010-00) 
 
 
 
 
 

1

2

 
 
 
 
 
 
 
 
B7010-00 Parallel Valve Service Parts 
 

Item Component  
Part # 

Description Qty 

1 22083-03 C07-12TD COIL 1 
2 22083-01 SERIES PARALLEL VALVE (LOW &HIGH SPEED) 1 
3 X2684 SEAL KIT VALVE BANK (ITEM NOT VISIBLE) 1 
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Hydraulic Return Line Assembly (Part # A7010-00) 
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Item Component  
Part # 

Description Qty 

1 29170 HOSE 1/2 X 130 3/4 MORB X 3/4 1 
2 812841 MALE TIP 0.5 BODY 0.75 ORB 1 
3 813119 ADAPTOR STR 3/4 MORB X 3/4 MORB 1 
4 813305 DUST CAP 0.5 BLACK 1 
5 813666 VALVE CHECK 3/4 ORB LINE 1 
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Hydraulic Pressure Line Assembly (Part # A7011-00) 
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Item Component  
Part # 

Description Qty 

1 29170  HOSE 1/2 X 130 3/4 MORB X 3/4 1 
2 812841 MALE TIP 0.5 BODY 0.75 ORB 1 
3 813305 DUST CAP 0.5 BLACK 1 
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Carrier Tilt Cylinder Assembly (Part # A8012-00) 
 
 
 

2

1

 
 
 
 
 

 
Item Component  

Part # 
Description Qty 

1 813640 ELBOW 90 9/16 MORB ADJ 3/8 2 
2 24895 CYLINDER 3.0 DIA X 10 PIN EYED W / RESTRICTOR  1 

 
24895 Cylinder 3.0 Diameter Service Parts 
 

Component  
Part # 

Description Qty 

812655 LOCKNUT 0.875 NF 1 
X2353 SEAL KIT FOR ITEM 24895  1 
24899 TUBE WELDMENT 3.0 DIA 1 
115288 SHAFT WELDMENT 1.25 X 16.75 LG 1 
24897 HEADPLATE 3.0 X 1.250 ROD 1 
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 Carrier Tilt Cylinders Hydraulic 3/8 Line (Part # A8013-00) 
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Item Component  
Part # 

Description Qty 

1 29174 HOSE 3/8 X 168 9/16 SWFJIC X 3/4RB 1 
2 812841 MALE TIP 0.5 BODY 0.75 ORB 1 
3 813303  DUST CAP 0.5 RED 1 
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Fixed Pick Up Cylinder Assembly (Part # A7013-00) 
 
  
 

1

2

3

TO LIFT PORT ON MAIN VALVE BANK (FRONT PORT)

TO LIFT PORT ON VALVE BANK (REAR PORT)
USE 3/8 X 96" HOSE SUPPLIED WITH MAIN FRAME

USE 3/8 X 96" HOSE SUPPLIED WITH MAIN FRAME

 
 
 
 
 
 

Item Component  
Part # 

Description Qty 

1 29172 HOSE 3/8 X 18 9/16 SWFJIC X SWFJIC 2 
2 22510 CYLINDER 3.0 DIA X 16 INLAND  1 
3 813640 ELBOW 90 9/16 MORB ADJ 3/8 1 
4 E2872-00 ELBOW RESTRICTOR MALE 90° 1 
5 887572 TEE 9/16 MJIC X 9/16 SWFJIC 2 

 
22510 Cylinder 3.0 Diameter Service Parts 

 
Component  

Part # 
Description Qty 

813407 LOCKNUT 1.00 NF 1 
X2504 SEAL KIT FOR ITEM 22510  1 
24957 TUBE WELDMENT 3.0 DIA 1 
115519 SHAFT WELDMENT 1.50 X 22.63 1 
24598 HEAD PLATE 3.0 X 1.50 1 
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bühler     
1500 Bale Carrier 
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 Pusher Motor Assembly (Part # A8011-00) 
 
 
 

2

5

1

6

7

4

3

8

 
 
 
 
 

 
Item Component  

Part # 
Description Qty 

1 C7031-00 SPROCKET DRIVE WELDMENT 1 
2 C7030-00 MOTOR 22.2 CU MT WELDT 1 
3 C2768-00 SPROCKET ADJUSTING BOLT FRONT 1NC 1 
4 967275 BOLT HEX 0.500 NC X 2.00 GR8PL 4 
5 84051 NUT HEX JAM 1.00 NC GR2 1 
6 84048 WASHER 0.500 FLAT SAE BS PL 4 
7 813663 NUT LOCK (STEEL) 0.500 NC GRCPL 4 
8 B2799-00 MOTOR 22.2 CU PAINT YELLOW  2 

 
B2799-00 Motor Service Parts 
 

Component  
Part # 

Description Qty 

X2725 SEAL KIT FOR B2799-00 1 



bühler     
1500 Bale Carrier 
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Carrier Hydraulic Assembly Hardware (Part # A8000-04) 
 
 
 
 
 
 

 

1

1

1

2

5

5

3

3

3

43

 
 
 
 
 
 
 
 
 
 
 
 

Item Component  
Part # 

Description Qty 

1 811795 BOLT HEX 0.375 NC X 2.00 GR5PL 3 
2 E2345-00 CYL PIN 1 DIA X 4.5 1 
3 812363 NUT LOCK (STEEL) 0.375 NC GRBPL 7 
4 84072 BOLT HEX 0.375 NC X 0.75 GR5PL 4 
5 E1932-00 CYL PIN 1 DIA X 5 9/16 C1045 2 

 
 
 
 



bühler     
1500 Bale Carrier 
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 Fixed Pick Up Arm Hydraulic Assembly Schematic (Part # A2300-87) 
 

 
 
 
 
 
 
 

A2300-87

*812176

*812176

*A8002-01

*A7013-00

NOTES: 1) ALL ITEMS IN THE HYDRAULIC 
SCHEMATIC THAT ARE MARKED WITH A "*" 
ARE SUPPLIED ON THE MAIN FRAME 
ASSEMBLY. 
2) LOOP ALL HOSES THROUGH 
APPROPRIATE HOSE HOLSTERS AND TIE 
WRAP. 
3) DURING FIRST USE CHECK FOR 
CLEARANCE AND BINDING.

FRONT OF 
CARRIER



bühler 
 

 
 

 
1500 B

ale C
arrier 
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 H
ydraulic R

PU
 A

ssem
bly Schem

atic (Part # A
2400-32) (O

ptional) 
  

B

DETAIL  B

A

NOTES: 1) THE LABELLED LINES IN THE 
SCHEMATIC CORRESPOND WITH THE PORTS 
IN DETAIL VIEWS A AND B. BRACKETS 
REPRESENT THE PART NUMBER. 
2) LOOP ALL HOSES THROUGH APPROPRIATE 
HOSE HOLSTERS AND TIE WRAP.
3) CHECK FOR HOSE CLEARANCE AND 
BINDING DURING FIRST USE.
4) ALL ITEMS THAT ARE MARKED WITH A "*" 
ARE SUPPLIED ON THE MAIN FRAME.

R4 (IN29067)

DETAIL  A
 

R1

R6 R5

R4

R2
R5 R6

R3

FRONT OF
CARRIER

R1 (*812176)

R2 (*812176)

R3 (IN29074)

R6
(812176)

R5 (29150)
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1500 Bale Carrier 
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RPU Squeeze  Cylinder (Part # A2400-35) 
 
 
 
 
 

THE DIRECTION OF CYLINDER EXTENSION
9/16 TEE OPEN END THAT POINTS IN
TO ROTATE CYLINDER ROD END 

TO ROTATE CYLINDER BASE END 
9/16 TEE OPEN END

2

1

4

3

5

 
Item Component 

Part # 
Description Qty 

1 IN29074 HOSE 3/8 X 60 9/16 SWFJIC 1 
2 813640 ELBOW 90 9/16 MORB ADJ X 3/8 1 
3 IN29067 HOSE 3/8 X 68 9/16 SWFJIC 1 
4 24367 CYLINDER 2.0 X 18.0 INLAND 1 
5 813640 ELBOW 90° 9/16 MORB ADJ X 3/8 2 

 
24367 Cylinder 2.0 Diameter Service Parts 

 
Component  

Part # 
Description Qty 

811843 NOT GREASE NIPPLE 90 DEGREES 1 
X1348 SEAL KIT FOR 24367 2.0 DIA CYLINDER 1 
83224 BACKUP WASHER 1.75 ID X 2.00 OD  1 
812655 0.875 UNF LOCKNUT 1 
114521 2.00 DIA PISTON HALF (NARROW) 1 
114520 2.00 DIA PISTON HALF (WIDE)  1 
24366 2.00 DIA TUBE WELDMENT 1 
115042 SHAFT WELDMENT 1.25 DIA X 24.125 LG 1 
24516 2.00 DIA HEAD PLATE 1 



bühler     
1500 Bale Carrier 
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 RPU Lift Cylinder (Part # A2400-37 Assembled To Existing 22510 Cylinder) 
 
 
 
 
 
 
 

(CHECKED FLOW IN)
CYLINDER PORT 

WITH ROTATE CYLINDER ASSEMBLY
USE EXISTING 3/8 X 108 HOSE SUPPLIED
TO SEQUENCE VALVE (PORT #2) 

1

2

3

SIDE PUMP 
PORT (FREE 

FLOW IN)

HOSE SUPPLIED WITH MAIN FRAME 

TO LIFT LOWER PORT ON MAIN VALVE 

PILOT PORT

ROTATE CYLINDER ASSEMBLY
USE 3/8 X 96 HOSE SUPPLIED WITH
TO ROTATE CYLINDER BASE END 

 

(FRONT PORT) USE EXISTING 3/8 X 96

 
 
 
 

 
 

Item Component  
Part # 

Description Qty 

1 22510 CYLINDER 3.0 DIA X 16 INLAND 1 
2 E2872-00 RESTRICTOR ELBOW MALE 90° 1 
3 A2400-37 PILOT CHECK VALVE ASSEMBLY 1 

 
22510 Cylinder 3.0 Diameter Service Parts 
 

Component  
Part # 

Description Qty 

813407 LOCKNUT 1.00 NF 1 
X2504 SEAL KIT FOR ITEM 22510 1 
24957 TUBE WELDMENT 3.0 DIA 1 
115519 SHAFT WELDMENT 1.50 X 22.63 1 
24598 HEAD PLATE 3.0 X 1.50 1 
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 Pilot Check Valve Assembly (Part # A2400-37) 
 
 
 
 

3
2

1

7

6
5

4

 
 
 
 
 
 
 
 

Item Component  
Part # 

Description Qty 

1 IN29098 HOSE 3/8 X 14 3/8 FNPT X 9/16 SWFJIC 1 
2 29043 ADAPTOR STR 9/16 MJIC X 3/8 MNPT 1 
3 22203 PILOT CHECK VALVE PC-37 1 
4 29020 CONNECTOR 9/16 MJIC X 1/4 MNPT 1 
5 29023 TEE 1/4 FNPT RUN X 1/4 MNPT 1 
6 29039 ADAPTOR STR 1/4 MNPT X 9/16 FJIC 1 
7 29015 TEE 9/16 MJIC RUN X 9/16 MORB 1 
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	Item
	Component
	Part #
	Description
	Qty
	1
	A8002-01
	1500 HAYLINER VALVE BANK ASSEMBLY
	1
	2
	A7010-00
	HYD ASSY 1/2 X 130 RETURN LINE
	1
	3
	A7011-00
	HYD ASSY 1/2 X 130 PRESSURE LINE
	1
	4
	A8012-00
	TILT CYLINDER ASSY 3 X 10 PIN EYED
	1
	5
	A8013-00
	TILT CYLI ASSY HYD 3/8 HOSE
	2
	6
	A7013-00
	TILT ASSY LIFT ARM CYLINDER
	1
	7
	A8011-00
	MOTOR MT ASSY 1500 HAYLINER 22.2 CU
	1
	8
	115001
	HOSE 1/2 X 24 3/4 SWFJIC X 7/8
	4
	9
	812176
	HOSE 3/8 X 96 9/16 SWF X JIC
	2
	10
	29105
	HOSE 1/2 X 28 3/4 SWFJIC
	2
	Item
	Component
	Part #
	Description
	Qty
	1
	C8013-00
	VALVE BANK MOUNT WELDMENT
	1
	2
	B7010-00
	SERIES PARALLEL VALVE (2 SPEEDS)
	1
	3
	B8008-00
	VALVE ASSY FPS DIRECTIONAL
	1
	4
	E2781-00
	FLOW RESTRICTOR
	1
	5
	812080
	ADAPTOR STR 3/4 MORB X 3/4 MJIC
	2
	6
	81549
	BOLT HEX 0.313 NC X 0.75 GR5PL
	4
	7
	812362
	NUT LOCK (STEEL) 0.313 NC GRBPL
	6
	8
	810582
	BOLT HEX 0.313 NC X 3.00 GR5PL
	2
	9
	813667
	TEE RUN 1/2 MJIC X 3/4 MORB
	2
	10
	811916
	ELBOW 90 3/4 MORB X 9/16 MJIC
	2
	11
	811414
	ELBOW 90 3/4 MORB ADJ X 3/4 MJIC
	3
	Item
	Component
	Part #
	Description
	Qty
	1
	22208-01
	MV4-17 SPOOL SECTION
	2
	2
	22149
	CROSS OVER RELIEF VALVE HAYLINER SET 2400
	1
	3
	222083-03
	C07-12TD COIL
	4
	4
	812081
	PLUG 3/4 MORB STL
	2
	5
	22208-02
	MV4-A LOCK VALVE
	1
	6
	X2684
	SEAL KIT VALVE BANK (ITEM NOT VISIBLE)
	2
	Item
	Component
	Part #
	Description
	Qty
	1
	22083-03
	C07-12TD COIL
	1
	2
	22083-01
	SERIES PARALLEL VALVE (LOW &HIGH SPEED)
	1
	3
	X2684
	SEAL KIT VALVE BANK (ITEM NOT VISIBLE)
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	29170
	HOSE 1/2 X 130 3/4 MORB X 3/4
	1
	2
	812841
	MALE TIP 0.5 BODY 0.75 ORB
	1
	3
	813119
	ADAPTOR STR 3/4 MORB X 3/4 MORB
	1
	4
	813305
	DUST CAP 0.5 BLACK
	1
	5
	813666
	VALVE CHECK 3/4 ORB LINE
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	29170
	HOSE 1/2 X 130 3/4 MORB X 3/4
	1
	2
	812841
	MALE TIP 0.5 BODY 0.75 ORB
	1
	3
	813305
	DUST CAP 0.5 BLACK
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	813640
	ELBOW 90 9/16 MORB ADJ 3/8
	2
	2
	24895
	CYLINDER 3.0 DIA X 10 PIN EYED W / RESTRICTOR
	1
	Component
	Part #
	Description
	Qty
	812655
	LOCKNUT 0.875 NF
	1
	X2353
	SEAL KIT FOR ITEM 24895
	1
	24899
	TUBE WELDMENT 3.0 DIA
	1
	115288
	SHAFT WELDMENT 1.25 X 16.75 LG
	1
	24897
	HEADPLATE 3.0 X 1.250 ROD
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	29174
	HOSE 3/8 X 168 9/16 SWFJIC X 3/4RB
	1
	2
	812841
	MALE TIP 0.5 BODY 0.75 ORB
	1
	3
	813303
	DUST CAP 0.5 RED
	1
	Fixed Pick Up Cylinder Assembly (Part # A7013-00)
	Item
	Component
	Part #
	Description
	Qty
	1
	29172
	HOSE 3/8 X 18 9/16 SWFJIC X SWFJIC
	2
	2
	22510
	CYLINDER 3.0 DIA X 16 INLAND
	1
	3
	813640
	ELBOW 90 9/16 MORB ADJ 3/8
	1
	4
	E2872-00
	ELBOW RESTRICTOR MALE 90°
	1
	5
	887572
	TEE 9/16 MJIC X 9/16 SWFJIC
	2
	Component
	Part #
	Description
	Qty
	813407
	LOCKNUT 1.00 NF
	1
	X2504
	SEAL KIT FOR ITEM 22510
	1
	24957
	TUBE WELDMENT 3.0 DIA
	1
	115519
	SHAFT WELDMENT 1.50 X 22.63
	1
	24598
	HEAD PLATE 3.0 X 1.50
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	C7031-00
	SPROCKET DRIVE WELDMENT
	1
	2
	C7030-00
	MOTOR 22.2 CU MT WELDT
	1
	3
	C2768-00
	SPROCKET ADJUSTING BOLT FRONT 1NC
	1
	4
	967275
	BOLT HEX 0.500 NC X 2.00 GR8PL
	4
	5
	84051
	NUT HEX JAM 1.00 NC GR2
	1
	6
	84048
	WASHER 0.500 FLAT SAE BS PL
	4
	7
	813663
	NUT LOCK (STEEL) 0.500 NC GRCPL
	4
	8
	B2799-00
	MOTOR 22.2 CU PAINT YELLOW
	2

	B2799-00 Motor Service Parts
	Component
	Part #
	Description
	Qty
	X2725
	SEAL KIT FOR B2799-00
	1

	Carrier Hydraulic Assembly Hardware (Part # A8000-04)
	Item
	Component
	Part #
	Description
	Qty
	1
	811795
	BOLT HEX 0.375 NC X 2.00 GR5PL
	3
	2
	E2345-00
	CYL PIN 1 DIA X 4.5
	1
	3
	812363
	NUT LOCK (STEEL) 0.375 NC GRBPL
	7
	4
	84072
	BOLT HEX 0.375 NC X 0.75 GR5PL
	4
	5
	E1932-00
	CYL PIN 1 DIA X 5 9/16 C1045
	2
	Hydraulic RPU Assembly Schematic (Part # A2400-32) (Optional
	RPU Squeeze  Cylinder (Part # A2400-35)
	Item
	Component
	Part #
	Description
	Qty
	1
	IN29074
	HOSE 3/8 X 60 9/16 SWFJIC
	1
	2
	813640
	ELBOW 90 9/16 MORB ADJ X 3/8
	1
	3
	IN29067
	HOSE 3/8 X 68 9/16 SWFJIC
	1
	4
	24367
	CYLINDER 2.0 X 18.0 INLAND
	1
	5
	813640
	ELBOW 90° 9/16 MORB ADJ X 3/8
	2
	Component
	Part #
	Description
	Qty
	811843
	NOT GREASE NIPPLE 90 DEGREES
	1
	X1348
	SEAL KIT FOR 24367 2.0 DIA CYLINDER
	1
	83224
	BACKUP WASHER 1.75 ID X 2.00 OD
	1
	812655
	0.875 UNF LOCKNUT
	1
	114521
	2.00 DIA PISTON HALF (NARROW)
	1
	114520
	2.00 DIA PISTON HALF (WIDE)
	1
	24366
	2.00 DIA TUBE WELDMENT
	1
	115042
	SHAFT WELDMENT 1.25 DIA X 24.125 LG
	1
	24516
	2.00 DIA HEAD PLATE
	1
	RPU Lift Cylinder (Part # A2400-37 Assembled To Existing 225
	Item
	Component
	Part #
	Description
	Qty
	1
	22510
	CYLINDER 3.0 DIA X 16 INLAND
	1
	2
	E2872-00
	RESTRICTOR ELBOW MALE 90°
	1
	3
	A2400-37
	PILOT CHECK VALVE ASSEMBLY
	1
	Component
	Part #
	Description
	Qty
	813407
	LOCKNUT 1.00 NF
	1
	X2504
	SEAL KIT FOR ITEM 22510
	1
	24957
	TUBE WELDMENT 3.0 DIA
	1
	115519
	SHAFT WELDMENT 1.50 X 22.63
	1
	24598
	HEAD PLATE 3.0 X 1.50
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	IN29098
	HOSE 3/8 X 14 3/8 FNPT X 9/16 SWFJIC
	1
	2
	29043
	ADAPTOR STR 9/16 MJIC X 3/8 MNPT
	1
	3
	22203
	PILOT CHECK VALVE PC-37
	1
	4
	29020
	CONNECTOR 9/16 MJIC X 1/4 MNPT
	1
	5
	29023
	TEE 1/4 FNPT RUN X 1/4 MNPT
	1
	6
	29039
	ADAPTOR STR 1/4 MNPT X 9/16 FJIC
	1
	7
	29015
	TEE 9/16 MJIC RUN X 9/16 MORB
	1
	RPU Rotate Cylinder (Part # A2400-36)
	Item
	Component
	Part #
	Description
	Qty
	1
	29150
	HOSE 3/8 X 108 9/16 SWFJIC X 3
	1
	2
	29149
	RESTRICTOR ONE WAY ADJ PARKER
	1
	3
	22060
	3 X 8 TIE ROD CYLINDER
	1
	4
	29016
	ELBOW 90 1/4 MNPT X 9/16 MJIC
	1
	5
	20877
	PRESSURE LINE / SEQUENCE TUBE
	1
	6
	811631
	BOLT HEX JAM 0.500 NC GR2PL
	2
	7
	29015
	TEE 9/16 MJIC RUN X 9/16 MJIC
	3
	8
	29022
	ELBOW 90 1/4 MNPT X 9/16 MORB
	1
	9
	22075
	SUN SEQUENCE VALVE SET 1800 psi
	1
	10
	984077
	NUT HEX JAM 0.500 NC GR2PL
	1
	11
	29047
	ELBOW 90 9/16 MORB X 3/8 MJIC LG
	1
	12
	813691
	SEQUENCE VALVE VENT TUBE
	1
	13
	887572
	TEE 9/16 MJIC X 9/16 SWFJIC
	1
	14
	E2430-00
	SEQUENCE VALVE HOLDER
	1
	15
	812176
	HOSE 3/8 X 96 9/16 SWFJIC X 3
	1
	16
	E2478-00
	HYDRAULIC CYLINDER TIE ROD
	1
	Component
	Part #
	Description
	Qty
	22060-02
	SEAL KIT FOR 22060 CYLINDER
	1

	Open Center Kit Hydraulic Schematic (Optional Complete Valve
	Open Center Kit (Part # A7016-00)
	Item
	Component
	Part #
	Description
	Qty
	1
	810582
	BOLT HEX 0.313 NC X 3.00 GR5PL
	2
	2
	811414
	ELBOW 90 3/4 MORB X 3/4 MJIC
	1
	3
	81549
	BOLT HEX 0.313 NC X 0.75 GR5PL
	2
	4
	813667
	TEE RUN 3/4 MJIC X 3/4 MORB
	1
	5
	812362
	NUT LOCK (STEEL) 0.313 NC GRBPL
	4
	6
	812081
	PLUG 3/4 MORB STL 721 FSO-08
	3
	7
	B7010-00
	VALVE PARALLEL PAINTED BLACK
	1
	8
	812080
	ADAPTOR STR 3/4 MORB X 3/4 MJIC
	1
	9
	29105
	HOSE 1/2 X 28 3/4 SWFJIC
	2
	10
	C7043-00
	OPEN CENTER KIT MOUNT
	1
	Component
	Part #
	Description
	Qty
	22083-03
	C07-12TD COIL
	1
	22083-01
	SERIES PARALLEL VALVE (LOW &HIGH SPEED)
	1
	X2684
	SEAL KIT VALVE BANK
	1
	APPENDIX C
	Electrical Assembly
	Page


	Item
	Component
	Part #
	Description
	Qty
	1
	A8018-02
	MACHINE HARNESS 1500 HAYLINER
	1
	2
	813949
	SNUBBER UNIT
	1
	3
	A8015-00
	CONTROL HANDLE HARNESS ASSY 1500
	1
	4
	A8002-01
	VALVE BANK ASSEMBLY 1500 HAYLINER
	1
	5
	A7016-00
	OPTIONAL OPEN CENTER KIT
	1
	Item
	Component
	Part #
	Description
	Qty
	1
	A8018-01
	CONTROL HANDLE WIRES 1500 HAYLINER
	1
	2
	INE22105-01
	WIRE CLAMP PLATE
	1
	3
	INE22107
	SWITCH COVER PLATE
	1
	4
	22105
	CONTROL HANDLE
	1
	5
	22109
	DECAL BUHLER 1500
	1
	6
	813539
	8-32 X 3/8 TRUSS HEAD MACHINE SCREW
	4
	7
	813540
	8-32 X 1/2 ROUND HEAD MACHINE SCREW
	2
	8
	813778
	ROCKER SWITCH ON / OFF ON MOMENTARY
	2
	Page



	Carrier Final Assembly (Part # A8000-04)
	Carrier Final Assembly (Part # A8000-04)
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	C2339-00
	813646
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	Item
	Component
	Part #
	Description
	Qty
	1
	2
	3
	4
	Item
	Component
	Part #
	Description
	Qty
	1
	2
	Item
	Component
	Part #
	Description
	Qty
	1
	811795
	BOLT HEX 0.375 NC X 2.00 GR5PL
	1
	2
	812087
	BOLT HEX 0.625 NC X 6.00 GRBPL
	4
	3
	812363
	NUT LOCK (STEEL) 0.375 NC GRBPL
	3
	4
	812364
	NUT LOCK (STEEL) 0.500 NC GR5PL
	1
	5
	813509
	NUT HEX 0.625 NC GR5PL
	4
	6
	81581
	BOLT HEX 0.375 NC X 2.50 GR5PL
	2
	7
	81677
	WASHER LOCK 0.625 PL
	4
	8
	84277
	BOLT HEX 0.500 NC X 1.50 GR5PL
	1
	9
	C2316-00
	LIFT ARM RIGHT BALE
	1
	10
	C2329-00
	FORK BALE LEFT ASSEMBLY
	1
	11
	C2330-00
	FORK BALE RIGHT ASSEMBLY
	1
	12
	E2345-00
	PIN CYLINDER 1.0 DIA X 4.5
	1
	13
	E2445-00
	PIN LIFT ARM 1.25 DIA C1045 CR
	2
	14
	INE2485-00
	CHAIN LATCH LIFT ARM
	1
	RPU Assembly RH Side (Part # A2400-32) (Optional)

	Item
	Component
	Part #
	Description
	Qty
	1
	20252
	BUSHING RULON 1.5 ID X 1.75 OD X 1.75 LG
	2
	2
	22050-01
	HAIRCLIP PIN 0.75 DIA 2.0 LG
	4
	3
	22060-01
	PIN 1.0 DIA CYLINDER
	2
	4
	810215
	SCREW SELFT TAP 0.313 NC X 0.50
	8
	5
	811795
	BOLT HEX 0.375 NC X 2.00 GR5PL
	2
	6
	812087
	BOLT HEX 0.62NC X 600 GRBL
	2
	7
	812363
	NUT LOCK (STEEL) 0.375 NC GRBPL
	5
	8
	812364
	NUT LOCK (STEEL) 0.500 NC GRBPL
	2
	9
	813509
	NUT HEX 0.625 GR5PL
	2
	10
	813602
	RIVET 1/4 X 3/4 FLATHEAD
	4
	11
	813611
	PIN SPRING 0.125 DIA X 0.625 LG
	4
	12
	813646
	GREASE FITTING 1/4 DRIVEN
	1
	13
	813795
	WASHER FLAT 1.031 X 1.75 X 0.031
	1
	14
	81581
	BOLT HEX 0.375 NC X 2.50 GR5PL
	3
	15
	81677
	WASHER LOCK 0.625 PL
	2
	16
	81978
	COTTER PIN 0.125 X 2.00 POL
	1
	17
	84277
	BOLT HEX 0.500 NC X 1.5 GR5PL
	1
	18
	A2400-35
	SQUEEZE CYLINDER ASSEMBLY
	1
	19
	A2400-36
	ROTATE CYLINDER ASSEMBLY
	1
	20
	A2400-37
	LIFT CYLINDER ASSEMBLY
	1
	21
	C2417-00
	SLIDING ARM RPU
	1
	22
	C2418-00
	FORK ADJUSTABLE RH RPU
	1
	23
	C2423-00
	PIN SQUEEZE CYLINDER
	1
	24
	C2499-00
	LIFT ARM RH
	1
	25
	C2694-00
	ARM STATIONARY RPU
	1
	26
	C2695-00
	PIN HINGE RPU
	1
	27
	E2345-00
	PIN CYLINDER 1.0 DIA X 4.5
	1
	28
	E2413-00
	ARM CUSHION RUBBER BELTING
	1
	29
	E2419-00
	ARM SLIDING TOP AND BOTTOM PAD
	2
	30
	E2420-00
	ARM SLIDING SIDE PAD
	2
	31
	E2421-00
	STATIONARY ARM TOP AND BOTTOM RPU PAD
	2
	32
	E2422-00
	STATIONARY SIDE RPU PAD
	2
	33
	E2424-00
	PIN SQUEEZE CYLINDER CLEVIS
	1
	34
	E2429-00
	ARM STATIONARY CUSHION RPU
	1
	35
	E2445-00
	PIN LIFT ARM 1.25 DIA C1045 CR
	2
	36
	INE2485-00
	CHAIN LATCH LIFT ARM
	1
	37
	811796
	BOLT HEX 0.500 NC X 2.50 GR5PL
	1
	Bale Deflector Assembly RH (Part # A2400-16) (Optional)
	Item
	Component
	Part #
	Description
	Qty
	1
	C2451-00
	BALE DEFLECTOR RH MAIN FRAME
	2
	2
	E2453-00
	SKID COVER RH UHMW POLY
	2
	3
	81914
	BOLT CARR 0.375 NC X 1.00 GR5PL
	2
	4
	81593
	WASHER 0.375 LOCK PL
	2
	5
	813507
	NUT HEX 0.375 NC GR5PL
	9
	6
	813547
	SET SCREW SQHDCUP 0.500 NC
	9
	7
	812076
	BOLT HEX 0.625 NC X 6.50 GR5PL
	9
	8
	81677
	WASHER LOCK 0.625 PL
	1
	9
	813509
	NUT HEX 0.625 NC GR5PL
	1




