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WARRANTY POLICY

Buhler Manufacturing products are warranted for a period of twelve (12) months from
original date of purchase, by original purchaser, to be free from defects in material and
workmanship under correct, normal agricultural use and proper applications.

Buhler Manufacturing’s obligations under this warranty shall be limited to the repair or
exchange, at Buhler Manufacturing’s option, of any Buhler Manufacturing product or
part which proves to be defective as provided. Buhler Manufacturing reserves the right
to either inspect the product at the buyer’s location or have it returned to the factory for
inspection.

The above warranty does not extend to goods damaged or subject to accident, abuse or
misuse after shipment from Buhler Manufacturing’s factory, nor to goods altered or
repaired by anyone other than an authorized Buhler Manufacturing representative.

Buhler Manufacturing makes no Express Warranties other than those, which are
specifically described. Any description of goods, including any references and
specifications in catalogues, circulars and other written material published, is for the
sole purpose of identifying goods and shall conform to such descriptions. Any sample
or model is for illustrative purposes only and does not create an Express Warranty that
the goods conform to sample or model shown.

The purchaser is solely responsible for determining suitability of goods sold. This
warranty is expressly in lieu of all other warranties expressed or implied. Buhler
Manufacturing will in no event be liable for any incidental or consequential damages
whatsoever. Nor for any sum in excess of the price received for the goods for which
liability is claimed.

WARRANTY CLAIMS:

Warranty requests must be prepared on Buhler Manufacturing Warranty Claim Forms
with all requested information properly completed. Warranty Claims must be submitted
within a thirty (30) day period from date of failure repair.

WARRANTY LABOR:

Any labor subject to warranty must be authorized by Buhler Manufacturing. The labor
rate for replacing defective parts, where applicable, will be credited at a rate determined
by the Company, Buhler Manufacturing.

IMPORTANT FACTS:

Buckets and Bucket Tines Carry No Warranty
Bent Spears Carry No Warranty

Snowblower Fan Shafts Carry No Warranty
Mower Blades Carry No Warranty

Portable Auger Parts Have Two (2) Year Warranty
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OPERATION

This machine is available in widths of 5, 6, 7 and 8 feet. The 5" and 6’ Discs have 18”
Discs while the 7” & 8" uses 20” Discs. (All Discs have notched Discs as standard
equipment). The gangs can be adjusted for angle. The Discs are designed to mount on
a standard Category 1 three-point hitch. Approximate horsepower requirements are:

DISC H.P. REQUIREMENTS
S 25 H.P.
6’ 30 H.P.
7 35 H.P.
8’ 45 H.P.

GENERAL SAFETY

1. Stop engine, set brake and remove ignition key before:
- connecting or disconnecting Disc
- servicing or making adjustments
- unplugging or cleaning out.

2. Securely block Disc in the up position before working beneath unit.

3. Do not allow riders.

4, Clear the area of people and foreign objects before starting the tractor.
5. Use hazard warning lights and a SMV sign when transporting.
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A CAUTION: Discs are very sharp. Always use heavy leather
gloves when handling Discs.

Disc

ASSEMBLY

1. Bolt the Hitch (#34) and Hitch Braces (#32) to the Frame (#1) using hardware
supplied. NOTE: A Hitch Spacer (#33) goes between the Hitch Braces (#32)
at each end.

2. Lift the Frame off the ground and block up securely. Bolt the Booms (#2 &
#3) to the center of the Frame using Boom Clevis (#4) and 5/8” x 4” bolts and
lock nuts. There is a Boom Clevis at the top and bottom of the frame.

NOTE: The Front Booms (hitch end) are 2” shorter than the Rear Booms.

3. Bolt the gang assemblies under the booms using U-bolts (#7), lockwashers
and hex nuts. Turn the cupped side of the discs as shown in the drawing
below.

3 3747 — [

HITCH END 05-02

Position the gangs at the hitch end about 3 34" apart as shown in the
drawing. Position the Rear Discs so they are centered between the front
ones to give the maximum uniform coverage.

NOTE: Optional plain discs are available for the rear gangs only. The
front gangs at the hitch end use the standard notched discs.
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WHEN ORDERING PARTS

Always give your dealer the Model and Serial Number of your machine to assist him in
ordering and obtaining the correct parts. Use the exploded view and tabular listing of
the area of interest to exactly identify the required part.

DISC PARTS LIST
ITEM PART# DESCRIPTION

1 906761 5' Frame
906762 6' & 7' Frame
906763 8' Frame

2 967602 5' Front Boom 24"
967603 6' Front Boom 31 1/2"
967604 7' Front Boom 39"
902798 8' Front Boom 46 3/4"

3 967605 5' Rear Boom 26"
967606 6' Rear Boom 33 1/2"
967607 7' Rear Boom 41"
902799 8' Rear Boom 48 3/4"

4 967608 Boom Clevis

5 81671 5/8" x 4" Hex Bolt (pl)
6 812482 5/8" Lock Nut (pl)

7 967609 5/8" x 10" Ig U-Bolt

8 81676 5/8" Hex Nut (pl)

9 81677 5/8" Lock Washer (pl)
10 967610 5' Shaft 26 3/4" Ig

967611 6' Shaft 34 1/4" Ig
967612 7' Shaft 41 3/4" Ig
902797 8' Shaft 49 1/4" Ig

11 967613 End Cap Casting #5 (1.06" 1g)

12 967126 18" Notched Disc (5' & 6') Standard
967127 20" Notched Disc (7' & 8") Standard
967412 18" Plain Disc (5' & 6") Optional
967413 20" Plain Disc (7' & 8") Optional

13 967614 Spacer Casting #2 (3.63" 1g)

14 84277 1/2" x 1 1/2" Hex Bolt (pl)
15 81637 1/2" Lock Washer (pl)

16 81636 1/2" Hex Nut (pl)

17 81619 1/2" x 1" Hex Bolt (pl)

18 811751 3/4" x 5" Hex Bolt (pl)
19 812365 3/4" Lock Nut (pl)

20 967615 Bearing Holder

21 902395 Bearing Flanges
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22 967132 1" Square Bearing

23 967616 Spacer Casting #3 (2.3" 1g)
24 967617 Spacer Casting #1 (7.44" 1g)
25 967618 End Cap Casting #4 (1.25" 1g)

26 84467 3/4" x 2" Hex Bolt (pl)
27 967148 1" Lock Nut (pl)
28 84522 1" SAE Flat Washer (pl)

29 967361 Clevis Pin 7/8" x 4"

30 965807 Cat. 1 Top Link Pin

31 965911 7/16" Linch Pins

32 906757 Hitch Braces 3/8" x 2" x 28 3/4"

33 906770 Hitch Spacer (1" O.D. x 2 1/4" Long)

34 F0351 Hitch Weld't

35 81673 5/8" x 5" Hex Bolt (pl)

36 967298 7/16" x 3 1/2" Carriage Bolt (pl)
37 81615 7/16" Lock Washer (pl)

38 81614 7/16" Hex Nut (pl)

39 902278 S-Tine Assembly

40 902133 Sweep Weldment

41 967562 Tine Clamp

42 901092 5' Left Scraper Weldment
902251 5' Right Scraper Weldment
901093 6' Left Scraper Weldment
902252 6' Right Scraper Weldment
901094 7' Left Scraper Weldment
902734 7' Right Scraper Weldment
902804 8' Left Scraper Weldment
902805 8' Right Scraper Weldment

43 903525 Center Adjustment Pin

44 966729 3/16" Linch Pin (pl)

45 81701 3/4" Lock Washer (pl)

46 81700 3/4" Hex Nut (pl)

47 906775 Hitch Spacer (1 1/4"OD x 2 1/4")

48 811826 7/8" x 5" Hex Bolt (pl)

49 81723 7/8" Lock Washer (pl)

50 81722 7/8" Hex Nut (pl)
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QUANTITY BUNDLE NO.

DISC BUNDLE NUMBERS

DESCRIPTION

Y505TD 5 %2’ DISC W/NOTCHED DISCS

F6503
F6544
F6547
F6550

N N N

Hitch

Gang - notched
Frame

Carton of Parts

Y505TDP 5 %2’ DISC W/NOTCHED AND PLAIN DISCS

1 F6503
2 F6544
1 F6547
1 F6550
2 F6565

Hitch

Gang - notched
Frame

Carton of Parts
Gang - plain

Y605TD 6 %2’ DISC W/NOTCHED DISCS

F6503
F6545
F6548
F6550

s

Hitch

Gang — notched
Frame

Carton of Parts

Y605TDP 6 %2’ DISC W/NOTCHED AND PLAIN DISCS

1 F6503
2 F6545
1 F6548
1 F6550
2 F6566

Hitch

Gang — notched
Frame

Carton of Parts
Gang — plain

Y705TD 7 %’ DISC W/NOTCHED DISCS

1 F6503
4 F6546
1 F6549
1 F6550

Hitch

Gang — notched
Frame

Carton of Parts
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DISC BUNDLE NUMBERS - cont’d.

QUANTITY BUNDLE NO. DESCRIPTION

Y705TDP 7 %’ DISC W/NOTCHED AND PLAIN DISCS

1
2
1
1
2

F6503
F6546
F6549
F6550
F6567

Hitch

Gang — notched
Frame

Carton of Parts
Gang — plain

Y805TD 8 %2’ DISC W/NOTCHED DISCS

1
1
1
4

Y805TDP

NN R R

OPTIONS:

FTDS
FTD6
FTD7
FTDS8
F6593

F6503
F6550
F6676
F6677

F6503
F6550
F6676
F6677
F6678

Hitch

Carton of Parts
Frame

Gang — notched

Hitch

Carton of Parts
Frame

Gang — notched
Gang — plain

Scraper Kit for 5 %2’ Disc
Scraper Kit for 6 ¥2' Disc
Scraper Kit for 7 %2’ Disc
Scraper Kit for 8 ¥2' Disc
Center Sweep



